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1.3.2 Placing models without a build plate: Put the cleaning basket into the cleaning bucket (remove the 

adjustable brackets from the cleaning basket). Remove the model from the build plate (model size smaller 

than or equal to 230mm(L)*135mm(W)*260mm(H)) and place it in the cleaning basket. Then cover the 

bucket lid. (See Picture 3)

1.4 Use the �          � or �          � buttons to set the washing time and touch �          � to start cleaning the model.

1.5 After cleaning is completed, the machine will emit a prompt sound. Take out the model for air drying, 

remove the cleaning bucket, and seal it with the lid (the cleaning solution can be used multiple times). If the 

cleaning solution splashes onto the machine surface, clean it promptly to avoid it �owing into the internal 

components and causing a short circuit. 
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2. Curing Mode 

2.1 Switch the machine to curing mode by touching the �          � on the panel.

2.2  Remove the protective �lm from the re�ective mirrors(         ) on both sides of the platform. Place the 

turntable on the central positioning groove of the machine (remove the cleaning bucket in advance). 

(See Picture 4)

2.3 Place the model in the center of the turntable.

2.4 Cover the anti-UV cover. Use the �          � or �          � buttons to set the curing time and touch �          � to start 

curing the model. Slight shaking is normal during curing due to the slow rotation speed of the turntable.

2.5 After curing is completed, the machine will emit a prompt sound.
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1. Recycling the Cleaning Solution

When the cleaning solution in the bucket becomes dif�cult to clean the models after multiple uses, you need 

to �lter the cleaning solution and clean the cleaning bucket. Let the cleaning solution settle for about 10 hours 

to allow the solid particles to sink to the bottom of the bucket. Then, slowly pour the upper layer of clear 

cleaning solution into another storage container, and clean the sediment left at the bottom of the bucket 

(the sediment will transform into ordinary solid waste when exposed to sunlight) (See Picture 5). If necessary, 

remove the impeller from the bucket for cleaning.
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(Picture 5)



2. Cleaning the Impeller of the Cleaning Bucket

After using the cleaning bucket for a period of time, the impeller at the bottom may experience abnormal 

rotation due to sediment buildup. In this case, the impeller needs to be removed for cleaning. (See Picture 6)
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1. Machine not working in curing mode.

The anti-UV cover is not properly closed. Please close the cover and try again.

Poor power connection. Please unplug the power cord and plug it back in, then try again.

2. Model turns white after cleaning or curing.

The model was not air-dried before curing. Please wait for the model surface to dry before curing.

The cleaning solution has been used too many times or the alcohol concentration is insuf�cient. 

For better cleaning results, please replace the cleaning solution or use 95% (or higher) isopropyl alcohol.

3. The impeller of the cleaning bucket does not rotate during operation.

The impeller may be obstructed by foreign objects. Please remove the impeller for cleaning and try again.

There is too much sediment in the cleaning solution. Clean the sediment in the cleaning solution or replace 

the cleaning solution, then try again.

4. Unusual noises from the cleaning bucket during operation.

The �xing screws of the impeller may be loose. Please use a tool to tighten the screws.
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